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(2) The operator has prior experience 
with contaminants in the gas stream 
that could interfere with the EFV’s op-
eration or cause loss of service to a res-
idence; 

(3) An EFV could interfere with nec-
essary operation or maintenance ac-
tivities, such as blowing liquids from 
the line; or 

(4) An EFV meeting performance 
standards in § 192.381 is not commer-
cially available to the operator. 

(c) Reporting. Each operator must, on 
an annual basis, report the number of 
EFVs installed pursuant to this section 
as part of the annual report required 
by § 191.11. 

[Amdt. 192–113, 74 FR 63934, Dec. 4, 2009, as 
amended at 75 FR 5244, Feb. 2, 2010] 

Subpart I—Requirements for 
Corrosion Control 

SOURCE: Amdt. 192–4, 36 FR 12302, June 30, 
1971, unless otherwise noted. 

§ 192.451 Scope. 
(a) This subpart prescribes minimum 

requirements for the protection of me-
tallic pipelines from external, internal, 
and atmospheric corrosion. 

(b) [Reserved] 

[Amdt. 192–4, 36 FR 12302, June 30, 1971, as 
amended by Amdt. 192–27, 41 FR 34606, Aug. 
16, 1976; Amdt. 192–33, 43 FR 39389, Sept. 5, 
1978] 

§ 192.452 How does this subpart apply 
to converted pipelines and regu-
lated onshore gathering lines? 

(a) Converted pipelines. Notwith-
standing the date the pipeline was in-
stalled or any earlier deadlines for 
compliance, each pipeline which quali-
fies for use under this part in accord-
ance with § 192.14 must meet the re-
quirements of this subpart specifically 
applicable to pipelines installed before 
August 1, 1971, and all other applicable 
requirements within 1 year after the 
pipeline is readied for service. How-
ever, the requirements of this subpart 
specifically applicable to pipelines in-
stalled after July 31, 1971, apply if the 
pipeline substantially meets those re-
quirements before it is readied for serv-
ice or it is a segment which is replaced, 
relocated, or substantially altered. 

(b) Regulated onshore gathering lines. 
For any regulated onshore gathering 
line under § 192.9 existing on April 14, 
2006, that was not previously subject to 
this part, and for any onshore gath-
ering line that becomes a regulated on-
shore gathering line under § 192.9 after 
April 14, 2006, because of a change in 
class location or increase in dwelling 
density: 

(1) The requirements of this subpart 
specifically applicable to pipelines in-
stalled before August 1, 1971, apply to 
the gathering line regardless of the 
date the pipeline was actually in-
stalled; and 

(2) The requirements of this subpart 
specifically applicable to pipelines in-
stalled after July 31, 1971, apply only if 
the pipeline substantially meets those 
requirements. 

[Amdt. 192–30, 42 FR 60148, Nov. 25, 1977, as 
amended by Amdt. 192–102, 71 FR 13303, Mar. 
15, 2006] 

§ 192.453 General. 
The corrosion control procedures re-

quired by § 192.605(b)(2), including those 
for the design, installation, operation, 
and maintenance of cathodic protec-
tion systems, must be carried out by, 
or under the direction of, a person 
qualified in pipeline corrosion control 
methods. 

[Amdt. 192–71, 59 FR 6584, Feb. 11, 1994] 

§ 192.455 External corrosion control: 
Buried or submerged pipelines in-
stalled after July 31, 1971. 

(a) Except as provided in paragraphs 
(b), (c), and (f) of this section, each bur-
ied or submerged pipeline installed 
after July 31, 1971, must be protected 
against external corrosion, including 
the following: 

(1) It must have an external protec-
tive coating meeting the requirements 
of § 192.461. 

(2) It must have a cathodic protec-
tion system designed to protect the 
pipeline in accordance with this sub-
part, installed and placed in operation 
within 1 year after completion of con-
struction. 

(b) An operator need not comply with 
paragraph (a) of this section, if the op-
erator can demonstrate by tests, inves-
tigation, or experience in the area of 
application, including, as a minimum, 
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